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PROPERTY MINIMUM 36* HORIZONTAL
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2’ - 6" ABOVE GRADE
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CONC. SETTING SLAB
1'-3'x 1'-3"x 4" THICK

‘—3000 P.S.I. CONCRETE
THRUST BLOCKING

NOTES:

ANYTIME SITE WORK, CONSTRUCTION, ROAD WORK,
OR ANY OTHER WORK CHANGES THE GRADE OF
THE FIRE HYDRANT, THE PERSON RESPONSIBLE
FOR THE WORK IS RESPONSIBLE FOR ADJUSTING
THE FIRE HYDRANT TO STAY WITHIN COMPLIANCE,

CLEARANCE

FIRE HYDRANT, PUMPER NOZZLE TO
/BE POINTED TOWARDS FIRE TRUCK ACCESS.

@ TRAFFIC FLANGE BETWEEN

PAVEMENT

a (TAMPED IN 6*
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i COMPACTED BACKFILL
LIFTS
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VALVE BO
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6 MIN. BRANCH PIPE

N\

374" HOT

ONCE.
7 CU. FT.

FIRE HYDRANT SHALL BE AS MANUFACTURED: MUELLER, AMERICAN DARLING, KENNEDY, M & H,

NN AN ANNNYAINNNYANN

DIPPED

GALVANIZED BRIDLE
ROD MAY BE COUPLED

CRUSHED

STONE MIN,

WATEROUS, CLOW, EAST JORDAN IRON WORKS, OR US PIPE.
BRANCH PIPE SHALL BE DUCTILE IRON AWWA C150-96.

6’ GATE VALVE SHALL BE AWWA C500-86

STEEL RODS AND BOLTS SHALL BE 3/4“ HOT DIPPED GALVANIZED.
FIRE HYDRANTS WILL BE INSTALLED IN TRUE VERTICAL POSTION.
RODS SHALL NOT BE COUPLED MORE THAN ONCE.
HYDRANT EXCEEDS 20FT, THEN A MECHANICAL RESTRAINING GLAND WITH A REBAR CAGE

SHALL BE INSTALLED NO MORE THAN 10FT FROM HYDRANT AND POURED IN CONCRETE.
FIRE HYDRANTS TO BE LOCATED IN ROW OR 2 FOOT EASEMENT ADJACENT TO ROW.
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CITY OF RALEIGH
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FIRE HYDRANT
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